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 The following rules are established by the SOUTHERN 

NEW ENGLAND TRUCK PULLERS ASSOCIATION, INC. 

 Situations may arise which are not covered by a specific 

rules, or a rule may appear which may need further defining.  In 

any and all cases of dispute, the TECHNICAL COMMITTEE and/or 

TRUCK PULL JUDGES will have the FINAL DECISION.  If you are a 

judge and an issue arises in a class you are pulling in, then you 

MUST excuse yourself as a judge for that particular issue. 

 These rules are intended for safety, sportsmanship, uni-

formity, and fairness to all truck pullers and spectators.  The rules 

have been developed with an earnest effort to be fair to the ma-

jority of truck pullers, and no changes will be made to accommo-

date the selfish goals of a few. 

 2018 
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GENERAL CONTEST RULES 

 

1) The SOUTHERN NEW ENGLAND TRUCK PULLERS ASSOCIATION, INC., the 

pull promoters, sponsors, land owners, and the track and sled operators 

assume NO responsibility for loss, theft, bodily injury, and/or the partici-

pant and/or property competing.  Operators shall use all due considera-

tion for the safety of other contestants and spectators. 

2) Each contestant will be governed by three or more judges with all of their 

decisions FINAL. 

3) Premiums and classes will be set by the sponsors or promoters and sanc-

tioning association. 

4) Entry fee will be $35.00 (thirty-five) dollars per vehicle, per class, for all 

association members.  You MUST be a member to participate in any 

S.N.E.T.P.A. event to receive points and purse prizes. 

5) Each vehicle is allowed to enter once and only once in each class. 

6) All vehicles pulling in any class must remain in the pit area unless called 

to staging area or actually pulling on the track. 

7) All pulls shall be operated with a minimum of 2 (two) flagmen.  Flagman 

#1 will be responsible for the readiness of the track and readiness of the 

driver (ex. Helmets, harnesses, seatbelts, etc.) and Flagman #2 will be 

responsible for the balance of the couse and for flagging the contestant 

to stop when all forward motion of the sled or drag has ceased or con-

testant crossed the Full Pull mark or at any time excessive bouncing of 

contestant’s vehicle occurs and/or if a dangerous or hazardous situation 

develops. 

8) At any time when a contestant is flagged to stop because of a situation or 

hazard behond the contestant’s control; he or she must immediately stop 

forward motion and when hazard is cleared; contestant will be allowed 1 

(one) re-pull. 

9) Pulling position will be determined by the random picking of numbers 

when you register to pull at an SNETPA event.   

10) #1 puller in each class will be the TEST PULLER and may keep the pull if 

the sled stays the same, or contestant may re-hook right after his or her 

turn if the sled has been altered.  The contestant may also pull in the 6th 

(sixth) position if he or she is not happy with the test pull (regardless of a 

sled alteration).  If a contestant experiences mechanical problems during 
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a test pull (before the first official pull) he or she will have the option of 

dropping to 6th (sixth) or last position.  If the truck breaks in the shutdown 

area and can be fixed before the class begins a pull off, the truck should 

be allowed to be fixed and come back into the class.  If the sled needs 

further adjustments, the 2st puller after the adjustment will be treated at 

#1 puller.  All decisions on re-ulls must be made before vehicle in question 

is unhooked from sled.  On any re-pull which becomes necessary because 

of a contest or sled or drag malfunction, the puller, at his or her discre-

tion, may drop back to the 6th (sixth) position.  Any disqualification on the 

first attempt bars a second attempt.  In a pull-off, after 1st vehicle has 

made a legal pull, all remaining vehicles must hook and pull at that weight 

and sled or drag setting.  The sled may be reset after the 1st puller in a pull

-off only 1 time.  If the sled is reset in a pull-off situation, the 1stpuller in 

the pull-off can drop back to last.  Professional courtesy will be main-

tained with regard to sled and truck malfunctions in a pull-off. 

11) The truck that pulls the greatest distance will be the winner for all places, 

in the event of a tie in any of the premium places, a pull-off will determine 

the winner for that place.  A floating finish may be determined by the sled 

operator BEFORE the start of each class, with a 15-20 foot shut down area 

at the end of the track. 

12) Excessive time will not be allowed on the scales, and there will be no con-

gregating at the scales by large groups of people when trucks are being 

checked by the Tech Committee. 

13) Weight in any form or state may not be intentionally expelled or removed 

from the contestant vehicle until after it is weighed out after each pull at 

judges’ discretion. 

14) Pulling vehicles and sled or drag must not cross designated boundaries or 

driver and vehicle will be disqualified for that pull.  The flaps on the sled 

may cross the boundaries provided that no other part of the sled or drag 

crossed. 

15)   No one will be allowed in the track area except for pull officials, drivers 

on deck, and his or her assistants.  These people will be appropriately 

marked and this rule will be strictly enforced for the safety of everyone.  

Track area is defined as area within 25 feet in any direction of contest 

course boundaries.  Any and all issues that require judges or track officials 

are to be brought to the announcer’s table and the judges will be called.  
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Then the judges and people involved with the issue need to leave the 

trackside area to discuss the issue.  It is NOT to be discussed trackside. 

16) Drivers MUST weight in before EACH class in order and then continue on 

to the track area to qualify for premiums and/or awards.  If you are not in 

line when your class is weighing in, you will be dropped to last position in 

that class for pulling.  The top 3 winners in each class will be weighed out 

and their hitches will be checked at the judges’ discretion.  Once a vehicle 

goes over the scales, no adjustments can be made to the vehicle if it al-

ters your hitch height or weight. 

17) External batteries must be completely enclosed. 

18) All vehicles putting on an exhibition will only be allowed if TIME IS AVAIL-

ABLE.  All people requesting exhibition pulls must be SNETPA members, 

have appropriate safety equipment needed, and must pay for hook. 

19) All vehicles must conform to class specifications to claim prize money and 

points. 

20) Must have at least five (5) pulls to be in points race.  

21) 2 hooks per truck per pull 

22) S.N.E.T.P.A reserves the rights to refuse membership to anyone with or 

without a cause. 

23) Anyone posting negative, derogatory comments on social media sights 

will face corrective action as determined by the S.N.E.T.P.A. E Board. 

 
2017 POINT CLASSES 

WEIGHT CLASSES WITH DRIVER DIVISION 

2  WD  5800 LB  SMALL BLOCK 
4  WD  5800 LB  SUPER STOCK 
2  WD  5800 LB  OPEN 
4  WD  5800 LB  MODIFIED 
4  WD  6800 LB  STREET DRIVEN 
4  WD  5800 LB  WORK STOCK DIESEL 
2  WD  5800 LB  MODIFIED SMALL BLOCK 
4  WD  6200 LB  SUPER STOCK 
2  WD  6200 LB  OPEN 
4  WD  6200 LB  MODIFIED 
4  WD  8000 LB  SUPER STREET DIESEL 
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S.N.E.T.P.A. POINT SYSTEM 
 

1ST ...................... 7 

2ND .................... 6 

3RD ..................... 5 

4TH ..................... 4 

5TH ..................... 3 

6TH ..................... 2 
 

 Each puller is given 1 point for hooking to the sled if they do not 

place in the top six positions.  Points to be for members only.  A full-

time puller, who is a full member, will not be given points if the vehicle 

is not technically correct, “giving the puller an unfair advantage over 

the rest of the class.”  If there are no scales available at a pull, it will be 

a non-point pull.  If there is a tie in the end of year points, the tie is to 

be broken will a pull-off.  If one of the vehicles involved in the tie can-

not make the pull-off, then the other vehicle automatically wins. 

 

   

RULES PERTAINING TO DYNAMIC SLED 

(Wheel and/or Friction Transfer Type) 
 

1. All pulling must start with a tight hitch; NO JERKING PERMITTED.  Con-

testants will be allowed 2 (two) consecutive attempts within the distance 

of 25% (twenty-five) or a maximum of 50 (fifty) feet of a FULL PULL, if 

stopping within the shutdown area is due to a technical issue with the 

pulling vehicle.  The sled cannot be moved during the rehook. 

2. Each contestant will provide 1 (one) and only 1 (one) assistant to indicate 

position of sled before the sled is moved/pulled back to the starting line.  

The sled will not be moved unless the track has been compromised by the 

previous vehicle (i.e. breakage, deep ruts, oil spills) within 10’ of the 

starting line and is up to the discretion of the sled operator.  Once the 

sled is in motion, NO ONE is allowed within 25 (twenty-five) feet in any 

directions except for the flagman. 
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GENERAL TECHNICAL RULES 

1)  The hitch must be rigid in all directions and solidly mounted to the vehi-

cle.  Hitch point may be a ¾ inch – 1 inch diameter hole in 3/8 inch gauge 

steel capable of accepting a clevis pin assemble.  The clevis pine assembly 

will be provided by the contestant.  Clevis must have a 3 x 3 ¾ inch diame-

ter opening and pass Technical Committee of Judges inspection.  There 

must be a 12 inch open area above the hook for each of hooking purpos-

es. 

 4WD SUPER STOCK:  The hitch must be rigid in all directions and sol-

idly mounted to the vehicle.  Horizontal and vertical hitches are allowed.  

No portion of the truck may interfere with the sled, chain, or hook during 

the pull or while being hooked to or unhooked from the sled.  The length 

of the hitch is to be 36% of the wheel base measured from the center line, 

of the rear axle to the point of hitch.  Forward mount of the hitch will stay 

at a maximum of 36” forward of the center line of the rear axle.  Hitch 

height will be 26” with all weights in final position on vehicle, air pressure 

set, and driver seated in position. 

 

 4WD MODIFIED:  Hitch height 26” (twenty-six inches) with all weights 

in final position on vehicle and river seated in position, same as Super 

Stock with the exception of the hitch length.  The length of the hitch will 

be a minimum of 30% of the wheel base. 

 

 4WD STREET DRIVEN:  Hitch height will be 26” (twenty-six inches) 

will all weights in final position on vehicle and driver seated in position. 

 

 2WD:  The hitch point (place where sled or drag hook attaches to the 

vehicle) must be back from the center line of the rear axle and NO further 

back than 12 inches from the end of a stock chassis for that vehicle.  Hitch 

height must not exceed 30” (thirty inches) with all weights in final posi-

tion on vehicle and driver seated in position. 

 

 Have all hitches exposed so it will be easier and safer for sled man to 

hook you up. 

 

 All hitches will be inspected by the Technical Committee, and if con-
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sidered unsafe, the vehicle will be disqualified until hitch is changed and 

approved in conformance to safety requirements. 

 All trucks must have driveshaft loops on exposed shafts (except 1st 

time pulling trucks) 

 All vehicles must have mandatory U-joint shields on rear and front 

driveshaft.  1/8 inch thick for steel or ¼ inch thick for aluminum, all 6 inch-

es wide. 

 Any 1st time puller, and only a first time puller, must have duck tape 

on U-joints (unless Technical Committee feels that it is unsafe.) 

 Hitches not allowed as follows: 

 -  NO ball hitches allowed. 

 -  NO loose chain hitches allowed. 

 -  NO cable hitches allowed. 

 -  NO pintle hitches allowed. 

 -  Winches may not be used in any way. 

 -  Hydraulic draw bars must be locked and conform to the above 

     rules. 

2) Hitch height will be measured from level ground to the TOP of the rigid 

point where the sled or drag hooks to the clevis.  A clevis facing straight 

back and horizontal will be provided by the contestant. 

3) Added weight to competing vehicle must be solid material, securely 

mounted and fastened down, and no higher and no wider than the body 

profile of the vehicle.  Added weight may be mounted on front of vehicle.  

4) Any weight coming loose and falling to the track during a pull, while pull-

ing vehicle is hooked to the sled or drag, will result in disqualification of 

vehicle for that class unless your truck is hit by the sled. 

5) Contests are open to vehicles with rubber tire, NO STUDS AND NO 

CHAINS ALLOWED.  

6) All vehicles must have closed doors if factory equipped.  If doors are not 

factory equipped on vehicle, driver must use seatbelts.  All doors must 

have single latch design to be opened from both the inside and outside. 

7) All vehicles must have hood and grill in place as intended by the manufac-

turer.  Any alterations to the vehicle’s appearance must have approval by 

the Technical Committee before the vehicle in question will be considered 

legal. 

8) All vehicles may run without a tailgate or rear door for safety hitch visibil-
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ity. 

9) All vehicles must carry a 2 ½ or larger Dry Chemical Extinguisher of the BC 

or ABC type in current, good working condition.  Fire extinguisher must be 

installed in such a manner as to be easily accessible to driver of the vehi-

cle when seated in the driver’s seat. 

10) In all designed 2-Wheel Drive classes, vehicle will be STRICTLY 2-WHEEL 

DRIVE VEHICLES.  NO 4-WHEEL DRIVE VEHICLES with front or rear 

driveshaft disengagement will be allowed.  Pullers in classes that are 2 & 4 

wheel drive who change wheel drive base during the pulling season will 

not have their points rolled over to the new change. 

11) A puller that is not technically correct for the class they have registered 

for will move to the next appropriate class. 

12) Vehicles can pull in any higher class (Street Driven to Super Stock or Super 

Stock To Open) provided that the vehicle is still capable of completely 

passing the technical requirements of its original class.  If the vehicle is 

changed in any way, it then must pass ALL of the requirements of the 

class it is going to pull in.  

13) Neutral Safety Switches are mandatory. 

14) Kill switches are mandatory on all trucks EXCEPT trucks in the 4 Wheel 

Drive Street Driven and 4 Wheel Drive Work Stock Diesel Classes. 

15) All vehicles must pass technical inspection and have Judges’ permission to 

pull.  Any technical problems must be rectified in order to pull. 

16) The three minute rule – Three minutes start at the time that the truck is 

called on to the track by the announcer.  The announcer will call the truck 

and start the three minute countdown if necessary.  If the vehicle is una-

ble to pull at the designed time due to mechanical malfunction, they can 

be dropped to last in the class.  At the end of the class when the vehicle is 

called, the 3 minute rule will start at that time.  This does apply to a pull 

off situation.  

17) Do not switch drivers in the middle of the class. 

18) Harmonic balancer shields are required on all vehicles except trucks in the 

Street Driven and Work Stock Diesel Classes.  1/8 inch solid steel or ¼ inch 

aluminum, 360o and face shield unless SFI approved.  

19) A FIRST TIME PULLER IS ANYONE THAT IS PULLING FOR THE FIRST TIME 

EVER, NOT EVERY YEAR. 

20) Vehicles can be teched at any time for any reason by a member of the 
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Tech Committee, and it NOT considered a protest. 

21) S.E.M.A. approved safety equipment (i.e. flywheel, bell housing, and 

scatter blankets) are mandatory in the Super Stock Classes and in the 

Open Classes. 

22) Full fire suits are MANDATORY on vehicles using alcohol or any fuel other 

than gasoline or diesel.  Full suits to include:  hood, jacket, pants, gloves, 

and booties. 

23) Duct tape is mandatory on all U-joints in the street and work stock diesel 

classes unless you have U-joint shields. 
 

DIVISION DEFINITIONS 

 

 There will be 8 (eight) major categories for vehicle definitions called 

DIVISIONS.  The 8 divisions will be as follows: 

1) Small Block, 2 Wheel Drive 

2) Street Driven, 4 Wheel Drive 

3) Small Block modified, 2 Wheel Drive 

4) Super Stock, 4 Wheel Drive 

5) Open 2 Wheel Drive 

6) Modified 4 Wheel Drive 

7) Work Stock diesel, 4 Wheel Drive 

8) Super Street Diesel, 4 Wheel Drive 

  

SMALL BLOCK, 2 WHEEL DRIVE 

 

1) Small Block vehicles DO NOT need to be registered, inspected, or carry 

insurance. 

2) All vehicles must have a front bumper.  Homemade bumpers must be of 

rigid material and width must be 2 inches wide, and it must be long 

enough to extend to the outside edge of the tires when the tires are 

straight. 

3) Front Suspension must be legal, 2 chocks, leafs or coil spring, etc.  It can 

be blocked, chained, or strapped.  All must be removable. 

4) Front tires must be D.O.T. approved.  Space saver and/or donut tires are 

allowed for temporary basis of pulling. 

5) Lights working or not, 2 or more headlights and other lights as originally 
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manufactured for year of truck. 

6) Vehicle not to exceed 1 (one) ton. 

7) Engine modifications to carburetion, exhaust system, intake manifold, 

electrical, camshaft, compression ration, and high octane gas are allowed.  

Open headers can run straight back under the vehicle or straight up 

through the hood. 

8) Modifications NOT allowed: 

a. Multiple carburetors 

b. Nitrous oxide 

c. Alcohol systems 

d. Blowers 

e. Turbo chargers 

f. Super chargers 

g. Fuel injection in gasoline engines 

h. Engines not to exceed 410 CID. 

 

9) Vehicle body style must have been or be available from dealer as mass 

production (i.e. fleetside, stepside, fenderside, styleside).  Utility bodies, 

flatbeds or other body styles may be allowed and are subject to the dis-

cretion of the Technical Committee and Judges. 

10) Vehicle can have fiberglass hood and fenders.  Inner fender wells or spark 

plug shields are mandatory. 

11) Drive train modifications such as stall speed torque converters and posi-

tive tractions differentials are allowed.  2 transmissions, differential gear 

boxes and transfer cases, etc. ARE NOT ALLOWED.  

12) Maximum wheel base is 15 (fifteen) feet from the middle of the rear axle 

to the front most part of the vehicle including the weight rack.  Frames 

extended or cut are up to Technical Committees and Judges Discretion.  

Homemade frames ARE NOT ALLOWED. 

13) Up to a Dana 80 rear end with no lug nut pattern restriction is allowed.  

Vehicle chasis not to exceed one (1) ton.  Blocks may be used to block up 

the rear end and traction devices are allowed.  Blocks do not need to be 

removable and traction devices must work or be removable.  NO 2 (TWO) 

SPEED AXLES ALLOWED.   

14) Most 2 working rear brakes or dive line brakes. 

15) Vehicle must have DOT approved tires with a tread width (face of tire) not 
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to exceed 14 (fourteen) inches.  Tread design must be standard or mud 

and snow tread design conventionally used on pickup trucks.  Bar, tractor, 

slicks, cut tires, paddle, forklift tires, or dual wheels ARE NOT ALLOWED.  

16) Weights may be attached to the front of vehicle and rear weights no fur-

ther back than 12 (twelve) inches off the rear of factory chassis. 

17) Vehicle must comply with all General Rules applicable. 

18) Decisions of the Technical Committee and Judges are FINAL. 

 

STREET DRIVEN, 4 WHEEL DRIVE 

1) Vehicle must be factory 4 wheel drive. 

2) 1050 CFM Dominator style carburetor and aluminum manifold allowed.  

Motor size not to exceed 502 CID.  1” – 2” spacer plates allowed. 

3) Vehicle body style must have been or be available from dealer as mass 

production (i.e. fleet side, step side, fender side, style side).  Utility bod-

ies, flatbeds, or other body styles may be allowed and subject to the dis-

cretion of the Technical Committee and Judges. 

4) Vehicle must have stock exhaust system and mufflers installed, connected 

and functioning and must extend 6” (six) past the back of the cab of the 

vehicle or closed headers allowed. 

5) Vehicle must have DOT approved tires with a thread width (face of tire) 

not to exceed 14 (fourteen) inches.  Tread design must be standard or 

mud and snow tread design conventionally used on pickup trucks.  Paddle 

tires, bar tires, tractors tires, forklift tires, slicks, etc. are not allowed in 

this division. 

6) Vehicle must be registered and carry a current State Inspection Sticker.  

Registration must be shown when truck is registered. 

7) Vehicle chassis not to exceed 1 (one) ton. 

8) Factory gas duel rear wheeled trucks allowed.  Overall tire width not to 

exceed 50 inches.  Maximum tire width 8.5 inches per tire for factory gas 

duel rear wheeled trucks. 

9) Tire width not to exceed 56 inches overall.  Maximum tire width 14 inches 

per tire for all single rear wheeled street driven trucks. 

10) Blocks may be used on rear end if removable. 

11) Vehicle must have 2” (two inch) Reese style receiver hitch no further out 

than 12” (twelve inches) or in flush from the factory chassis or in flush to 
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the factory chassis and no alterations to the body for the hitch.  Point of 

hook to be no closer than 14” (fourteen inches) from factory chassis.  No 

braces going into the bed to support the hitch. 

12) Winches & winch bumpers are considered add on equipment and will not 

be allowed.  Snowplow frames, push bars, and bumpers will be at the 

Judges’ discretion. 

13) Modifications NOT allowed:  Multiple carburetors, nitrous oxide and/or 

alcohol systems, blowers, turbo chargers, super chargers, or fuel injection 

in gasoline engines unless factory installed.  Throttle bodies and spacer 

plates are allowed on fuel injection.  Hydraulic aftermarket steering is not 

allowed.  Diesel engines are not allowed. 

14) A weight rack hanging behind the factory bumper is allowed. 

15) Kill switches are NOT required in the 4 Wheel Drive Street Division. 

16) Decisions of the Technical Committee and Judges are FINAL. 

 

 

SMALL BLOCK MODIFIED, 2 WHEEL DRIVE 

 

1)  Vehicle in this class must pass the Technical Committee’s inspection for 

good working back brakes or a driveline excepted.  Driveline must be cov-

ered.  Front brakes mandatory with driveline brake. 

2) Any motor-chassis combination.  Motor size not to exceed 410 CID. 

3) Drive train modifications such as stall speed torque converters and posi-

tive traction differentials are allowed.  2 transmissions, differential gear 

boxes and transfer cases, etc. ARE NOT ALLOWED. 

4) Vehicle chasis not to exceed 1 (one) ton.  Drive train not to exceed 2 ½ 

(two and one-half) tons. 

5) Open headers and headers protruding through the hood which is altered 

to accommodate vertical installed headers and engine modifications to 

carburation, exhaust system, and compression ratio are allowed.  Drive 

train modifications such as stall speed converters and positive traction 

differentials are allowed. 

6) MODIFICATIONS NOT ALLOWED:  Nitrous oxide systems, turbo chargers, 

blowers, and fuel injection. 

7) Maximum wheel base will be 15 (fifteen) feet from the middle of the rear 

axle to the front most part of the vehicle including weight rack, etc.. 
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8) Maximum tire size is 34” Cepek style on 20” wide rim. 

9) No duel wheels allowed. 

10) Weights may be attached no further back than 12 (twelve) inches from 

where the point of hook lies. 

11) Vehicle must comply with all General Rules applicable. 

12) Conventional suspension, a modified suspension or a solid suspension is 

acceptable. 

13) Kill switches, drive shaft loops, universal joint scatter shields, bell housing 

scatter shields must be 3/8 inches thick by 6 inches wide, 360% around 

the flywheel or approved blow proof bell housing, blankets for auto-

matics, helmets, and seatbelts are MANDATORY.  Also Class 2 fire suits if 

alcohol is being used.  Use N.T.P.A. specifications for guidelines.  Decisions 

of the Technical Committee and Judges are FINAL. 

14) Exhaust must go straight up and higher than the hood or straight back 

under the vehicle.  

15) Modified class to have mandatory spark plug shields. 

16) Vehicle in this class must pass the technical committee’s inspection for 

good working back brakes or a drive line excepted driveline must be cov-

ered front brakes mandatory with driveline. 

 

THIS DIVISION IS INTENDED STRICTLY FOR THE 2 WHEEL DRIVE VEHICLES 

PULLING IN THEIR OWN (TWO WHEEL OPEN PRODUCTION) COMPETITION. 

 

Note:  Vehicles in this division will adhere to all pertinent criteria of Modified 

tractor safety, construction, and operation, unless special variations are not-

ed. 

A. Body/Chassis 

1) The maximum length of the vehicle is no more than 15 feet from cen-

terline of rear axle to forward most portion of the vehicle including 

weight racks. 

2) The 15-foot from center of rear axle overall rule will apply to all TWD 

vehicles with the exception of a 10-inch over-length allowance for 

cosmetic fiberglass only.  No steel structure, re-enforcement, or steel 

bumpers allowed past 15 feet.  Tow hook to be consistent with 15-

foot rule. 
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3) Must run a minimum of 14-inch front rims with an automotive or 

front tractor tire. 

4) Any wheelbase is permitted. 

5) Front wheel and axle to remain in the visual center of the front wheel 

well.  Maintain minimum of 2 inches of complete original type wheel-

house forward of front wheel.  Must be able to see forward most part 

and rearward most part of tire from a side view. 

6) Any type of hydraulic or air devices to raise or lower the front of the 

chassis is NOT allowed. 

7) A limited of 4 wheels in contact with the ground.  (No gauge or assist 

wheels.) 

8) Maximum width of vehicle is 8 feet. 

9) Weights are not to extend forward of maximum length stated in Rule 

A:1 above, nor rearward more than 12 inches from hitch point and 

must not interfere with hitching and unhitching of vehicle. 

10) Any factory production body truck or van is allowed, including pas-

senger-type bodies. 

11) Funny car-type body and/or fiberglass body must have escape hatch 

or doors in top or back of body. 

12) Vehicle must have a presentable van/pickup bed with cover or flat-

bed in place. 

13) Chassis (frame) may be truck frame or fabricated frame like Modified 

tractors. 

14) Vehicle must have hood, grill, and fenders in place as intended by 

manufacturer. 

15) Vehicle body style must be or have been available from a dealer as 

mass produced. 

16) Vehicle must maintain original appearance. 

17) Vehicle appearance: 

a. Fiberglass hood scoops, spoilers, fender flares are allowed. 

b. Allowed to use stock appearing pickup truck and van fiberglass 

bodies and body parts. 

18) Driver must be in original driver compartment. 

19) Side doors must be mounted and closed if vehicle was manufactured 

with doors. 

20) Vehicle doors must have a single latch design, allowing the door to be 
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opened from both inside and outside. 

21) Flip-top-body type vehicles and vehicles that do not have two (2) 

working doors must have door glass lowered or removed while under 

green flag. 

22) Vehicles with less than stock size window openings must have an 

escape hatch with a minimum size of 17 inches x 18 inches, or large 

enough for driver to exit. NOTE:  Escape hatch will not be counted as 

a working door. 

23) Vehicles have the option of not having front windshield and/or rear 

glass installed in their vehicle for safety reasons. 

24) Vehicles in this division must have vertical bumpers at the rearmost 

point of the vehicle.  Bottom of bumper to start at Wheelie Bar Pad 

Level.  Bumper to extend minimum of 12 inches vertically.  Must be 

rigid. 

25) Vehicle must have floor or bed cover. 

 

B.  Driveline/Clutch 

NOTE:  Engine to clutch to transmission to be constructed like Modified 

tractor: 

1. Torque converters, automatic shifts, etc. are permitted. 

2. No electronic, pneumatic or hydraulic device that effects the clutch 

system allowed.  All staged or variable released clutches of any de-

scription prohibited.  (This does not effect slave cylinder for clutch 

pedal.) 

 

C. Driveline Shielding 

Without planetary rearend: 

1.  If planetary rearend is not used, transmission to final drive must be 

like FWD trucks. 

a. Vehicle must have (3) round metal loops shielding on each drive 

shaft (two-piece drive shaft must have six metal loops). 

b. 360 degree loop must be a minimum of 3/8-inch aluminum or 

5/16-inch steel, ¾-inch wide (or wider) and not more than 2 inch-

es from the shaft in any direction. 

c. End loops to be placed no farther than 6 inches from universal 

joints, with third loop in center of shaft. 
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d. May use a solid tube (3/8-inch aluminum or 5/16-inch steel) to 

meet the above requirements. 

2. Drive shafts between engine and transmission must have solid 

shielding a minimum of 3/8-inch aluminum or 5/16-inch steel. 

3. Vehicle must have 360 degree metal shield around the universal 

joints, 3/8-inch aluminum or 5/16-inch steel, minimum width 6 inch-

es.  NOTE:  If a split design is used, mount as in Rule 5:a. below. 

4. No counter balancers permitted in driveline. 

   With planetary rearend: 

5.   If planetary rearend is used, transmission to final drive must use 

Modified tractor shielding. 

a.  All remaining drive train, excluding additional manual transmis-

sions, must be enclosed in 5/16-inch minimum steel or 3/8-inch 

aluminum, round, inside diameter not to exceed 2 inches more 

than the outside diameter of the largest universal joint, fas-

tened every 76 inches or closer, with 3/8-inch or larger bolts 

(Grade #5), or butt and seam welded, and securely mounted to 

vehicle’s frame.  Applies to all vehicles with exposed drive shaft.  

No more than ¼-inch of end of driveline shall be visible with 

driveline shielding in place.  NOTE:  If U-joints are used in any 

drive shaft application, the shielding must be 5/16-inch steel or 

3/8-inch aluminum with 1/8-inch steel insert in aluminum.  The 

insert must be a minimum of 6 inches wide. 

b. All TWD vehicles engine/automatic transmission combinations 

must have either: 

i) Two front engine mounts, two rear engine mounts, and a 

support saddle for rear of transmission, with ½-inch maxi-

mum clearance;                                                                                      

OR 

ii) Two front engine mounts, support saddle at rear of engine, 

with ½-inch clearance, and a mount at rear of transmission. 

6.    TWD vehicles with a driveshaft of 60 inches or longer must have a 

minimum 2-inch nylon strap in the middle of that span to secure the 

driveshaft shield to the frame. 
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D.   Engine/Engine Limitations 

1. Vehicles are limited to a single automotive-type engine.  NOTE:  Au-

tomobile engine is any engine or its replica available in a passenger 

car.  Maximum (8) cylinders.  A replica to be considered legal must 

accept and swing a stock crankshaft.  No diesel engines permitted. 

        a.    At all levels of TWD NTPA competition – a limit of 650 cu. in.  

  and  two valves per cylinder. 

2. Engine must be in stock location, which is defined as being within 

engine compartment as manufactured, behind stock grill, and in 

front of stock firewall. 

3. Vehicle may run without radiator, and engine may be moved for-

ward, but engine must stay behind the grill.  NOTE:  Entire engine to 

mean anything that is bolted to the engine block. 

4. Except for high performance type starters with crank shaft drive, 

rear of engine block may not be moved forward of center line of 

front axle. 

5. Allow only single staged turbochargers in this division and must 

therefore follow the safety rules that apply to all turbocharged en-

gines. 

6. Competitor must disable one ignition system by means other than a 

switch; i.e. removal of spark plug wires on either end or by removal 

of the distributor for that system. 

7. Automotive engines in State level and Regional National competition 

are only allowed to run a maximum of (2) valves per cylinder head. 

8. Fuel injection (and carburetors) and headers may protrude through 

the hood.  NOTE:  Bubble or scoop is optional, but if used, the scoop 

or bubble must cover the carburetor(s) of fuel injection, if induction 

system protrudes through the hood.  

9. Vehicle must have vertical exiting exhaust.  Height of pipe must be a 

minimum of one foot above the bend.  NOTE:  Vertical is defined as 

“being in plumb,” with a 10-degree variance in any direction per-

mitted. 

10. Vehicles to conform to provisions of Modified tractor engine shield-

ing. 
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E.    Frames  

 1.   Tubular steel frame is allowed. 

 

F.    Hitch 

1. Vehicle may compete without tailgate or rear door(s) for greater hook 

point visibility. 

2. No portion of vehicle may interfere with sled, chain, or hook during 

pull or while being hooked or unhooked. 

3. An area 5 inches wide and 12 inches high immediately above and be-

low the drawbar must be free of all obstructions (including weights, 

wheelie bars and second drawbars) for ease of hooking and unhook-

ing. 

 a.   If body extends more than 12 inches behind point of hook, the 

open area must be 18 inches above drawbar and 24 inches wide at 

rear most point of body. 

4.  Vehicle must have tow hitch on front of vehicle. 

a. It may extend no more than 6 inches ahead of the farthermost 

front portion of the vehicle. 

b. It will not be counted when measuring length of vehicle. 

c. It must have a 3-inch diameter hole, positioned horizontally. 

d. It must be strong enough to push or pull the vehicle at its heaviest 

weight. 

e. It is to be used only for pushing or pulling the vehicle. 

 

G.   Safety 

1. Vehicle must have a complete firewall with no holes except for con-

trols.  Holes not to exceed ½-inch larger than control. 

2. Vehicles that do not have working doors must carry an onboard halon 

fire system with a minimum of (3) nozzles located within the driver’s 

compartment/engine compartment. 

3. Flip-top or funny car type vehicles must have body in lowered position 

before vehicle may be moved under its own power. 

4. Flip-top type bodies must have a safety lock to hold up the body. 

5. Body may be raised to start engine and may stay in raised position 

while engine is running as long as vehicle is not in motion. 

6. Operator’s Compartment: 
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a. No radiator, heat exchanger and/or water hoses allowed inside 

operator compartment. 

b. If battery is inside operator’s compartment, it must be safely en-

closed and securely fastened. 

c. No fuel tanks, fuel pressure gauges, fuel pumps and/or fuel lines 

inside operator’s compartment. 

d. If the fuel tank is located behind the driver, a fire barrier is required 

from the firewall to the rear of the driver’s at. (0.060-inch alumi-

num or steel is acceptable fire barrier material.) 

H.    Tires 

Maximum tire size is 18.4 x 16.1 with a maximum of 143-inch circumfer-

ence when mounted on an 18 inch wide rim and inflated to 28 psi.  The 

ground patch is not to exceed 19 inches on original tread. 

 

SUPER STOCK, 4 WHEEL DRIVE 

 

1) Vehicles must pass Technical Committee’s inspection for 2 (two) front 

good working brakes and sound, safe steering.  Four working brakes 

optional. 

2) Open headers and headers protruding through the hood which is al-

tered to accommodate vertically installed headers, engine modifica-

tions to carburation, exhaust system, cam shaft, and compression ratio 

are allowed.  Drive train modifications such as stall speed torque con-

verters and positive traction differentials are allowed. 

3) MODIFICATIONS NOT ALLOWED:  multiple carburetors, nitrous oxide 

systems, blowers, turbo chargers, super chargers, fuel injections, unless 

factory install in gasoline engines, no diesels, no alcohol, no engines 

exceeding 600 CID. 

4) Maximum wheel base – 138 inches. 

5) Vehicle must have D.O.T. approved tires not to exceed 36” (thirty-six 

inches) tall and any width.  Tread design must be D.O.T. mud and snow 

tread design conventionally used on pickup trucks.  Paddle tires, bar 

tires, tractor tires, forklift tires, slicks, cuts, etc. are not allowed in this 

division. 

6) Decisions of the Technical Committee and Judges are FINAL. 
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OPEN 2 WHEEL DRIVE 

1) Vehicle in this class MUST pass the Technical Committee’s inspection 

for good working back brakes or a drive line excepted front brakes 

mandatory with driveline brake. 

2) NO nitrous oxide systems allowed. 

3) Any body style allowed as long as all applicable General Safety Rules 

are adhered to. 

4) Vehicle MUST have safety glass or plexiglass windshield installed in the 

front. 

5) Hood may be altered to accommodate exhaust. 

6) NO downward open exhaust allowed. 

7) Drive shaft loops and universal join shields are required.  Use NTPA 

specifications for guidelines. 

8) Any auxiliary tranny MUST be covered by a blanket or shield. 

9) A white light for reverse and an amber light for neutral MUST be visi-

ble on rear of the vehicle near the hitch and kill switch. 

10) All vehicles MUST have spark plus shields. 

11) Decisions of the Technical Committee AND Judges are FINAL!!! 

 

MODIFIED 4 WHEEL DRIVE 

1) NO duel wheels allowed. 

2) Any body style allowed as long as all applicable general safety rules are 

adhered to. 

3) All vehicles MUST have spark plug Shields. 

4) All external harmonic balancers MUST be covered. 

5) All NTPA safety rules are highly recommended. 

6) A white light for reverse and an amber light for neutral MUT be visible 

on rear of the vehicle near the hitch and kill switch. 

7) Decision of the Technical Committee AND Judges are FINAL!!! 

A. Body/Chassis 

1. Vehicle must have hood, grill, and fenders in place as intended by 

manufacturer. 

2. Vehicle body style must be or have been available from a dealer 

as mass produced. 
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3. Vehicle must maintain original appearance. 

4. Vehicle appearance 

5. No cab and bare chassis, or flat beds permitted. 

6. Must have metal fenders, doors, frame, hood and bed shell 

7. Allowed to use stock appearing pickup truck and van fiberglass 

bodies and body parts. 

8. Side doors must be mounted and closed if vehicle was manufac-

tured with doors. 

9. Truck doors must have a single latch design, allowing the door to 

be opened from both inside and outside. 

10. Flip-top-body type vehicles and vehicles that do not have two (2) 

working must have door glass lowered or  

11. Vehicles with less than stock size window openings must have an 

escape hatch with a minimum size of 17 inches x 18 inches.  

NOTE:  Escape hatch will NOT be counted as a working door. 

12. Adjustable front shocks or suspension stops must be mechanical.  

Pneumatic, hydraulic, electrical adjustable stops not allowed. 

13. Vehicles have the option of not having front windshield and/or 

rear glass installed in their vehicle for safety reasons. 

14. Stained or smoked glass is not allowed. 

15. Tinted windows that impair the track official’s view of the driver’s 

compartment are not allowed. 

16. Vehicles in this division must have vertical bumpers at the rear-

most point of the vehicle.  Bottom of bumper to be a minimum of 

8 inches vertically.  Must be rigid. 

17. Hood line variance:  original hood line should be kept and a 3-inch 

maximum clearance opening will be allowed for speed equip-

ment.   

18. Truck must have floor or bed cover. 

19. Truck may compete without tailgate or rear door(s) for greater 

hook point visibility. 

 

B.    Drawbars 

No drawbar greater than the angle of the sled chain.  (Acceptable angle: 0 

degrees to a maximum of 25 degrees.) 
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C.    Driveline/Driveline Shielding 

 1.    Vehicle must have three (3) round metal loops (shielding metal loops.) 

a. 360 degree loop must be a minimum of 3/8-inch aluminum or 

5/16-inch steel, 3/4 –inch wide (or wider) and not more than 2 

inches from the shaft in any direction. 

b. End loops to be placed no farther than 6 inches from universal 

joints, with third loop in center of shaft. 

c. May use a solid tube (3/8-inch aluminum or 5/16-inch steel) to 

meet the above requirements. 

2.  If planetary reductions at wheels are used, the following drive shaft 

shielding criteria will apply.  No cast metal. 

a. All remaining drive train, excluding additional manual transmis-

sions, must be enclosed in 5/16-inch minimum steel or 3/8 inch 

aluminum, round, inside diameter not to exceed 2 inches more 

than the outside diameter of the largest universal joint, fastened 

every 6 inches or closer, with 3/8-inch or larger bolts, Grade #5, or 

butt and seam welded, and securely mounted to vehicle’s frame.  

Applies to all vehicles with exposed drive shaft.  No more than 1/4 

–inch of end of driveline shall be visible with driveline shielding in 

place.  NOTE:  If U-joints are used in any drive shaft applications, 

the shielding must be 5/16-inch steel or 3/8-inch aluminum with 

1/8-inch steel insert in aluminum.   The insert must be a minimum 

of 6 inches wide. 

b. Shield over any yoke or U-joint must be within ¼ inch of gearcase 

and extend a minimum of 4 inches past centerline of U-joint. 

c. All FWD vehicles engine/automatic transmission combinations 

must have either: 

i) Two front engine mounts, two rear engine mounts, and a sup-

port saddle for rear of transmission, with ½-inch maximum 

clearance;                                                                                           

OR 

ii) Two front engine mounts, support saddle at rear of engine, 

with ½-inch clearance, and a mount at rear of transmission.  

NOTE:  This is to prevent engine or transmission from dropping 

if breakage occurs. 

3. Drive shafts between engine and transfer case must have solid shield-
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ing a minimum of 3/8-inch aluminum or 5/16-inch steel.  

4. Vehicle must have 3560 degree metal shield around the universal 

joints, 3/8-inch aluminum or 5/16-inch steel, minimum width 6 inches.  

NOTE:  If a split design is used, mount as in Rule 2:a. above. 

5. Axle and hub bolt shield required, except where planetary final drives 

are used. 

a.   Shield must be at least 0.060-inch thick. 

b.   Minimum diameter of axle end or hub bolts to be covered on both 

front and rear axles. 

c. Mounting shield cannot be mounted to axle end or hubbolts. 

d. A hole may be installed in center of front shield so lock can be op-

erated, so long as hub end or axle bolts are covered. 

6.  No counter balancers permitted in driveline. 

 

D.   Engines/Engine Limitations 

1. Vehicles are limited to a single automotive-type engine.  NOTE:  Auto-

motive engine is any engine or its replica available in a passenger car.  

Maximum (8) cylinders.  No diesel engines permitted. 

a.  At all levels of SNETPA competition – maximum of 650 cu. in. natu-

rally aspirated engine. 

2. Engines must be naturally aspirated only. 

3. Acceptable fuels are gasoline and alcohol. 

4.  Engine must be in stock location, which is defined as being within 

engine compartment as manufactured, behind stock grill, and in front 

of stock firewall. 

5. Vehicle may run without radiator, and engine may be moved for-

ward, but engine must stay behind the grill.  Note:  Entire engine to 

mean anything that is bolted to the engine block. 

6. Except for high performance type starters with crankshaft drive, rear 

of engine block may not be moved forward of center line of front 

axle. 

7. No superchargers or turbo chargers allowed. 

8. Automotive engines at all levels of competition are only allowed to 

run a maximum of (2) valves per cylinder and one spark plug per cyl-

inder. 

9. Fuel injection (and carburetors) and headers may protrude through 
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the hood.  NOTE:  Bubble or scoop is optional, but if used, the scoop 

or bubble must cover the carburetor(s) of fuel injection, if induction 

system protrudes through the hood. 

10. Maximum boring space to be 5.0 inches on center. 

11. Vehicle must have vertical exiting exhaust.  Height of pipe must be a 

minimum of one foot above the bend.  NOTE:  Vertical is defined as 

“being in plumb” with a 10-degree variance in any direction per-

mitted. 

12. Vehicles to conform to provisions of Modified tractor engine shield-

ing. 

13. FWD vehicles must have provision on crankshaft to accommodate ½ 

inch square drive at 1 to 1 ratio for use of cubic inch test. 

E.    Frames 

1. May be different than the make and model of truck body.  

2. Must be main supporting member of chassis, OEM truck frame. 

3. Tubular steel frame is allowed. 

4. Center of wheels cannot exceed plus or minus 6 inches of fender 

wells for wheelbase being used, which means that a vehicle may run 

up to a maximum of 133-inch wheelbase. 

5. Wheels must be in fender wells as described above.  Body may be 

stretched in middle to accompany this. 

6. The outside edge of the tire on the narrow axle must overlap the cen-

terline of the tire on the wide axle by at least one inch. 

 

F.    Hitch/Bumper Bars 

1. No portion of truck may interfere with sled, chain, or hook during pull 

or while being hooked or unhooked. 

2. An area 5 inches wide and 12 inches high immediately above the 

drawbar must be free of all obstructions (including weights, wheelie 

bars and second draw bars) for ease of hooking and unhooking. 

a.   If body extends more than 12 inches behind point of hook, the 

open area must be 18 inches above drawbar and 24 inches wide 

at rear most point of body. 

3. Vehicle must have tow hitch on front of vehicle. 

a. It can extend no more than 6 inches ahead of the farthermost 

front portion of the vehicle. 



30 

b. It will not be counted when measuring length of vehicle.  

c. It must have a 3-inch diameter hole, positioned horizontally. 

d. It must be strong enough to push or pull the vehicle at its heaviest 

weight. 

e. It is to be used only for pushing or pulling the vehicle. 

4. The drawbar adjusters cannot attach to anything above centerline of 

the rear axle.  The adjusters can only go downward. 

5. A minimum 8 in. vertical bumper bar be placed in line with each 

frame rail so bottom of bar is a maximum of 18 in. from the ground 

and located beyond the furthest most part of the body structure.  

Bumper bars must be braced forward to frame at both top and 

bottom (no “T” type bars.)  Bumper bar assembly including braces 

must be min. 1 _” x .095” wall steel tubing (square or round).  Bump-

er bars must be securely attached to prevent collapsing on impact. 

G.    Safety 

1. Vehicle must have a complete firewall with no holes except for con-

trols.  Holes not to exceed ½-inch larger than control. 

2. Vehicles that do not have working doors must carry an onboard Hal-

on Fire System with a minimum of (3) nozzles located within the driv-

er’s compartment/engine compartment. 

3. Flip-top or funny car type vehicles must have body in lowered posi-

tion before vehicle may be moved under its own power.  

4. Flip-top type bodies must have a safety lock to hold up the body 

5. Body may be raised to start engine and may stay in raised position 

while engine is running as long as vehicle is not in motion. 

6. Operator’s compartment 

a. No fuel tanks, fuel pressure gauges, fuel pumps and/or fuel lines 

are allowed in the operator’s compartment. 

b. If the fuel tank is located behind the driver, a fire barrier is re-

quired from the firewall to the rear of the driver’s seat.  (0.060-

inch aluminum or steel is acceptable fire barrier material.) 

7.   Vehicles must use wheels no more than 6 inches off the ground, with-

in 6 inches of the forward most part of the vehicle.  

a. Wheels must be a minimum of 6 inches in diameter by 4 inches 

wide. 

b. Wheels must support the weight of the vehicle. 
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c. Wheels must be raised or removed for the purpose of ground 

clearance when vehicle is not on competition track. 

d. Wheels must be at least 3 feet apart. 

8.  Weights must be safely secured to vehicle, and must not extend for-

ward more than 60 inches from the center line of front wheel. 

H. Tires 

Maximum tire size to be 112-inch circumference when mounted on a 20 

inch wide rim and inflated to 30 psi with original bar, not to exceed 18 

inches in tread width before cutting. 

 

 

WORK STOCK DIESEL, 4 WHEEL DRIVE 

 

1) Vehicle must be factory 2 or 4 wheel drive. 

2) Vehicle must be registered and carry a current State Inspection Stick-

er if so required by the State in which the vehicle is registered.  No 

body modification allowed (ex. Hoods must be fully closed). 

3) Vehicle must have D.O.T. approved tires with a combined tread width 

NOT to exceed 50” (fifty inches) overall.  Tread design must be D.O.T. 

mud and snow tread design conventionally used on pickup trucks.  

Paddle tires, bar tires, tractor tires, forklift tires, slicks, etc. are not 

allowed in this division. 

4) Blocks may be used on rear end if removable with a minimum of 

1” (one inch) rear compression travel.  Rear air bags are allowed. On 

board compressors must be disconnected.  Traction bars or ladder 

bars are allowed.  No welded or spooled front or rear differentials.  

Limited stops are allowed on rear end. 

5) Vehicle must have 2” (two inch) receiver on a Reese style hitch.  Hitch 

must be in the factory stock locations without bracing, no alterations 

to the body for the hitch.  Unless approved by the judges (i.e. roll 

pan).  Maximum hitch height of 26” (twenty-six inches) for 4wd 

trucks and 30” (thirty inches) for 2wd trucks. 

6) All added weight must be secured and no further forward than the 

front of the pickup bed and no further back than the rear bumper.  

Can run with empty weight rack.  Upper snowplow frames and winch-

es are considered add-on equipment and will not be allowed.  Push 
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bars and bumpers will be at the Judges’ discretion. 

7) Any chip or tuner is allowed.  No injectables (ex. Diesel fuel).  Fuel 

injection pump is limited to a stock appearing OEM engine model 

specific pump only.  No twin CP3’s allowed.  Lift supply fuel pump is 

allowed. 

8) All vehicles must have upward exhaust and must exit rearward of the 

driver’s compartment. 

9) 8500 Work Stock Truck will be allowed to weigh 8500 in the 8000 

Super Street Class untouched. 

10) No hood stocks will be allowed. 

11) All General Rules will apply. 

12) Turbocharger: The engine is limited to a single small frame (S300, 

GT4094, HX40 or smaller) turbocharger, the compressor inducer be-

ing 2.5” in diameter and will be measured using a 2.55” plug.  Bush-

ings are permitted but must be non-removable, the bushing must 

maintain a 2.5” diameter for at least 0.250” in front of the compres-

sor wheel, and may be no farther than 0.175” from the face of the 

compressor wheel at any point.  A map width enhancement (MWE) 

groove is allowed in the original location with a maximum width no 

greater than 0.200” at any point, any provision allowing air into the 

wheel other than via the bore and MWE groove is prohibited.  Ford 

6.4L Power Stroke engines may utilize the factory compound turbo 

configuration in OEM stock form only (2.59”) atmosphere inducer.  

Aftermarket exhaust manifolds are permitted with a flange dimen-

sion no larger than T4 (3.500 x 2.750”).  The vehicle’s driver will be 

responsible for making the compressor wheel/bore accessible for 

inspection by the Tech Officials. 

13) Decisions of the Technical Committee AND Judges are FINAL. 

 

* An illustration of the Turbocharger 2.6” Smooth Bore is shown on the 

next page. 
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SUPER STREET DIESEL, 4 WHEEL DRIVE 

1) Vehicle must be factory 2 and 4 wheel drive. 

2) Vehicle must have D.O.T. approved tires.  Dual rear wheels are al-

lowed.  Maximum tire size is 35” (thirty-five inches). 

3) Vehicle must have a 2” (two inch) Reese style hitch with a maximum 

hitch height of 26” (twenty-six inches) 4 wheel drive.  The hooking 

point must be 44” (forty-four inches) rearward of the centerline of 

the rear axle.  Hitch height is 30” for 2 wheel drive. 

4) Hanging weight is permitted and may not extend more than 60” (sixty 

inches) from the centerline of the front axle. 

5) Any single turbocharger allowed.  Twin turbochargers are allowed 

with the bigger turbocharger inducer no larger than 3.2 (bushing al-

lowed). 

6) Any fuel injection pump is allowed.  Dual CP pumps allowed.  Injecta-

bles are permitted (only water/meth).  No nitrous or propane al-

lowed. 

7) Factory body must be intact including full bed, floor, glass, lights, etc.  

Driveline and Chassis must be OEM option on a 1 (one) ton or smaller 

pickup. 

8) All vehicles must have upward exhaust and must exit rearward or 

forward driver’s compartment.  Must have 2 3/8” holes drilled in x-

pattern with grade 5 bolts. 

9) Front and rear differentials lockers are permitted. 

10) Engine kill device is mandatory (i.e. or air shut off only). 

11) All General Rules will apply. 

12) Decisions of the Technical Committee and Judges are FINAL.
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8500 Work Stock Diesel 4x4 Class 

 

ADDENDUMS: 

1) No front rack of any kind. 

2) Hitch rules to follow shoot out production rules. 

3) You can bump up to the 8000 SS Diesel Class but: 

 

You must weigh 8000 lbs (class weight) 

                               OR 

Follow all the rules of the 8000 SS Diesel Class and safety 

items required for the class! 
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“big or small, we fix ‘em all” 

 

FIXED RITE 

REPAIR 
 

auto, truck, & equipment 

Computer diagnostics 

tire/wheel balancing, 

welding, body / paint 

& more 

 

 

401-315-2755 

 

557 Klondike Road 

Charlestown, RI 
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Ashaway Cement 

Products, Inc. 

 

 

 

 

 

Quality Pre-Casting 

Since 1966 

 

(401) 539-1010 
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Cullion Concrete 

Corp. 

 

 

 

Saturday Deliveries 

 

 

 

Peace Dale, RI  02883 

(401) 783-4650 
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Since 1976 
 
 
 
 

 
 
 
 
 
 

Cesspools & Septic Tanks 
Cleaning & Repairing 

 
Roll-Off Containers 

10—15—20 & 30 yds. 
 

Portable Toilets 
Daily—Weekly—Monthly Rentals 

Handicapped Toilets Available 
 

160 Railroad Avenue 
Saunderstown, RI  02874 

 
(401) 295-5545 
(401) 295-8505 
(401) 423-1520 

(401) 295-1315  Fax 
www.mumfordservices.com 
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Edwards Garage, Inc. 
General Repairing 
24 Hour Towing 

 

401-539-7200 
 

 
Phillip A. Edwards, Jr.  

President 
 

835 Main Street 
Hope Valley, RI  02832 

 

Harry J. Whitford 
 
 
 
 

Rubbish Service 
Brush Removal 

 

“Harry” 
(401) 295-0917 

 

6 Mockingbird Drive 
Exeter, RI  02882 
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Woodmansee Insurance, Inc. 
 

1122 Main Street—PO Box 246 
Wyoming, RI  02898-0246 

Over 40 years of service to our customers 
and our community! 

Homeowners  Tenants   Automobile 
             Boats   Life            Umbrella 
   Business Owners         Business Auto 
    Workers Comp.           Contractors 

 

 Rehuben Smith Jr. 

Owner 

R. Smith Oil 
#2, Diesel Fuel, Kerosene 

    401-295-4747 
Exeter, RI    800-982-4747 
24 Hour Service   Fax:  401-295-4848 

Phone:  401-539-7000 

For all your Insurance Needs 

Ralph H. Woodmansee, President 
David A. Woodmansee, Treasurer 
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MIKE’S 
AUTO 
BODY 

 
Auto Glass 

Mechanical Services 
Certified Collision Analyst 

Towing Available 
 

Autos & Trucks 
Foreign & Domestic 

Insurance Work 
 
 

1070 Tower Hill Road 
N. Kingston, RI  02852 

 
 

Tel:  (401) 294-4379 
 

Fax:  (401) 294-7742 
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BRAYMAN 
 
 
 
 
 
 

AUTO & TRUCK 
REPAIR 

 

397-5937 
 
 

RHODE ISLAND 
OFFICIAL 

INSPECTION 
STATION 

 
1523M    STATION #   442C 
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Have a Great Year of Pulling! 
 

 

Atlantic Trophy 
1010 Tiogue Ave—Unit 32 

Coventry, RI  02816 

 

Phone:  401-823-7230   Fax:  401-823-7299 

atlantictrophy@verizon.net 
 

Trophies, Plaques, Resin Figurines, 

Trading Pins, Medals, T-Shirts, Clocks, 

Mugs, Ribbons, Crystal Awards 

Have Chef Marty . . . 
Cater Your Party 

 

WOLF ROCK’S 

CATERING 
 
 
 
 

401-294-4981 
 

Fax: 295-7798 
(800) 540-4981 

www.wolfrocks.com 



45 

 

 

A Very Special 
 

Thanks 
 

To Our 
 

Sled Operator 
 

Rich Berube 

 

WYOMING 

AUTO PARTS, INC. 
 

1167 Main Street 

PO Box 448 

Wyoming, RI  02898 
 

Phone:  401-539-5005 

Fax:  401-539-0262 
 

M-F  7:30 a.m.—6:00 pm 

Sat 7:30 a.m.—3:00 pm 

Sun 9:00 a.m.—1:00 pm 

 

Cole’s Towing Service 

 
 
 

All Types of Towing 
24 Hour Service 

 

Tower Hill Road, 
North Kingston, RI  02852 

 

Junk Cars 
Auto Salvage Yard 

 

295-0242   ~  294-3414 
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CHARLIE’S 
OLD TIME 

RUBBISH REMOVAL 
 

280 Drybridge Rd. 
North Kingston, RI  02852 

 
(401) 294-2969 

www.charliesrubbish.com 
 

Custom Bent Exhausts 
For Trucks and Cars 

Replacing Domestic & 
Foreign Muffler Systems 

JIM’S CUSTOM EXHAUST INC. 

& AUTO SERVICE 

782-2110 

JIM DOAK 
M—F  8:00 am-5:00 pm 

2544 South County Trail 
West Kingston, RI  02892 

Special Thanks to All Our Volunteers! 
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Stilson Road Auto 
Parts & Repair 

 
Foreign and Domestic 

Diagnostic Work—Tires—Propane 
4 Wheel Computerized Alignments 

Welding Supplies—Automotive Paints 
Tune Ups—Oil Changes 

TOWN PIZZA OF EXETER 
AND 

RESTAURANT 
 

Dinner Menu  ~  Daily Specials 
Take Out Available  ~  Beer & Wine 

 

294-2393 
294-2394 

 
Route 2 Exeter (Next to Exeter Post Office) 

Repairs  401/539-2280 
Parts 401/539-2275 

AUTO PARTS STORES 

6 Buttonwoods Rd 
PO Box 440 
Wyoming, RI  02898 
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SUPERIOR SEPTIC SERVICE, INC. 
Inspections - Pumping 

Repairs - New Installations 

841A Mooresfield Road 
Saunderstown, RI  02874 

Darlene Gardner, President 

789-9360 

RICK GARDNER & SONS, INC. 
Full Service Excavating Contractor 

Septic Pumping—Repairs—Installations 
 

DARLENE GARDNER 
                                         President 

Tel:  401-789-6484 
401-789-9360 

Fax: 401-789-8246 
841A Mooresfield Road 
Saunderstown, RI  02874 

www.superiorsepticservice.com 
R.I. Lic. 709 

FREE ESTIMATES 
FULLY INSURED 

LEE DUFFIN 
294-3786 
295-1964 

LMD CONSTRUCTION & SEPTIC REPAIR 
Bulldozer / Backhoe Service—Septic 

Systems (New & Repairs)—Lawns Installed 
Land Cleared—Building Demolition 

Brush / Stump Removal—Gravel and Loam 

FREE 
Estimates 

Licensed 
Insured 

Jim Durda—Owner 
southcountysoftwash@gmail.com 

401-749-WASH (9274) 
facebook.com/southcountysoftwash 
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RHODE ISLAND 
DRIVESHAFT & SUPPLY 

 
POWER TRAIN SPECIALIST 

DYNAMIC BALANCING 
 

(401) 941-0210 
 

3 Jefferson Blvd. 
Warwick, RI  02888 

Support the S.N.E.T.P.A! 

Join, Volunteer or  

Come Cheer Us On! 
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550 South County Trail 
Slocum, RI  02877 

 
Peter Gavitt         Alane Carter 

 

(800) 556-7208 
(401) 295-8849 

Fax:  (401) 295-2424 

. 
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SPECIAL THANKS 

TO OUR 

SLED SPONSORS 

 

Charlie’s Old Time Rubbish Removal 

Cullion Concrete Corp. 

Fixed Rite Repair 

Hillside Motors 

Hillside Pulling Team 

Nagel Pulling Team 

South Coast Power Equipment 
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SPECIAL THANKS! 

Wakefield Elks 
Lodge #1899 

60 Belmont Ave., Wakefield  02879 

401-783-7819 
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NOTES: 
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2018 OFFICERS 

 

President ......................................................... Al Matteson 
 401-556-4880 
 
Vice President .................................................. Frank Cole 
 401-265-7166 
 
Secretary ................................................ Marrae Browning 
 401-298-0520 
 
Treasurer ................................................... Steve Sherman 
 (401) 677-4081 
 
Sergeant at Arms ............................................. Billy Wilbur 
 
Executive Board ............................................ Rachael Kirby 
 Bob MacDonald 
 (401) 523-3830 
 
Trustees ............................................................... Jim Early 
 (401) 783-6130 
 

 Dave Farrell 
 (401) 932-6210 

 Joel Howard 
 (401) 741-5394 
 
 
 
Send all email correspondence to:  snetpa83@gmail.com 
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Promoting 

The Sport 

Of 

Truck Pulling 


